
QuickTight

Technology 

NORMA MARLIN®

Compression Fitting PN 16

QuickTight Technology for fast & easy installation

Superior leak proof connection

Push-fit installation from DN 20 to DN 110

Certified for drinking water

Speed up your water pipe installations!

IRRIGATION JOINING SOLUTIONS

norma-irrigation.com



NORMA MARLIN® Applications

NORMA MARLIN® Compression Fittings with QuickTight Technology for 
connecting polyethylene tubing. These products are certified as compliant 
with international sanitary regulations for transport of drinking water  
and liquid foods according to DVGW, KIWA, ACS and WRAS.

  Lip gasket for faster & easier installation

 Fits all PE and HDPE pipes

  Durable materials, UV-resistant

  Safety seal for leakage free installation

Technical benefits

Discover our huge range

Clamp Saddle NORMA Ball Valves

NORMA MARLIN® is part of a broad portfolio. Discover more!

Male Threaded Adaptors

Female Threaded Elbow 90°

Reducing Coupler

Male Brass Threaded Adaptor

Female Threaded Adaptors

Straight Coupler

Reducing Tee

Female Brass Threaded Adaptor

Male Threaded Tee

Elbow 90°

Flange Adaptor

Male Brass Threaded Elbow 90°

Female Threaded Tee

Equal Tee 90°

Female Lateral Threaded Elbow

Female Brass Threaded Elbow 90°

Male Threaded Elbow 90°

End Cap

Wall Plate Elbow

Stopcock Valve

Material

Nut Polypropylene

Body & Holder Polypropylene

Clinching Ring POM (Acetal)

Lip Gasket NBRFind different datasheets for specific dimensions on qrco.de/marlin_cf
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NORMA Group Holding GmbH | Edisonstraße 4 | 63477 Maintal | Germany | norma-watermanagement.com

Do you have questions or require a personal consultation? 
Feel free to contact your sales representative today to find out more. 
Or visit our website for more information about our products: norma-irrigation.com

This document supersedes all previous issues. No part of this publication may be reproduced without our prior written consent. In NORMA Group’s policy of continual product improvements to meet user needs and technological developments, 
all models and sets listed in this folder (photographs, specifications, sizes and weights) may be upgraded or discontinued without notice and without any obligation on our part to modify tools or equipment sold previously. The recommendations 
for use and safety given in this folder do not replace accepted good practice or the safety related legal and regulatory provisions. References to standards implemented as of March 18, 2022 are not contractually binding.


