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NORMA PN 16

No special tooling required

The tube is simply inserted into the fitting

High UV and temperature resistance

The original compression 
fitting by NORMA



Love what you see? Here are some more products you may like.

Dripline Dura Flo™ CV

You need help or want to know more? Feel free to consult our specialists!
+44 1635 521880 norma-watermanagement.comwatermanagement@normagroup.com

This document supersedes all previous issues. No part of this publication may be reproduced without our prior written consent. In NORMA Group’s policy of continual product improvements to meet user needs and technological de-
velopments, all models and sets listed in this file (photographs, specifications, sizes and weights) may be upgraded or discontinued without notice and without any obligation on our part to modify tools or equipment sold previously.  
The recommendations for use and safety given in this file do not replace accepted good practice or the safety related legal and regulatory provisions. References to standards implemented as of 1 December 2018 are not contractually binding.
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Smart-Loc™ Compression Fitting

Safe and durable

Perfect water tightness

Fast and easy connection!

Locking nut for clinching system

Suitable applications: Sport fields, golf courses, 
agriculture, horticulture, vineyards, etc.

Norma PN 16

Product range

Male threaded adaptor Flange adaptor Female threaded elbow

Straight coupler Equal bend Male threaded tee

Female threaded adaptor Male threaded elbow Female threaded tee

NORMA PN 10


